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Amano Cincinnati, Inc. 
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SPECIFICATIONS 
 
 
 

 
 
 
 

SpecificationsPower Requirements  

For Clock Input:  15 VDC, 1.2A (Max.)  

For AC Adapter:  100 - 240 VAC, 50/60Hz  

Battery:  Lithium Battery for Memory Backup 

in case of power failure (factory 
installed). Shelf life of 2 years.  

Ambient 

Temperature:  

-10°C to 45°C (14°F to 113°F)  

Ambient 

Humidity:  

10% to 90% (non-condensing)  

Clock Accuracy:  ± 3 seconds/week on AC Power ± 
10 seconds/week on Lithium  

Dimensions:  6-11/16"(170 mm) Wide X 6- 7/16” 
(163 mm) High X 6-5/8"(168 mm) 

Deep.  

Weight:  Approximately 3.6 lbs. (1.63 kg)  

Environment:  Indoor use only; dust-free 

environment. Keep out of direct 
sunlight.  

Standards 
Compliance  

 
 
 

 

   



 

Directory contents 
 
 

Menu Description Action Page 

P1 TIME Setting Change time 2 

P2 Date Setting Change Date 2 

P3 DLS (Enabled/Disabled) Disable DLS 3 

P4 Print Style Change print Style 4 

 
 

 

P5 

P-51 Language Change Language 6 

P-52 Print Direction Change to Left or Right 
direction. 

7 

P-54 Lead Zero (ON/OFF) Turn Lead 0 ON/OFF  

P-55 DLS Beginning Change the Beginning DLS 8 

P-56 DLS End Change the END DLS 9 

P-57 Display hour (24h or 
        12h) 

Change LCD Displayed 
HOUR 

10 

 

 
 
P6 

P-61 Numbering Set to 4 or 6 Digits 11 

P-62 Repeat number Set the qty of number to 
repeat 

12 

P-63 Counter Direction Set the counter to 
Increase or Decrease 

13 

P-64 Counter Number Set the Counter number 14 

P-65 Counter Reset Automatic or Daily Counter 
reset 

15 

 

 
 
P7 

P71 Code Programming Customize Print styles 16 

P72 Symbol Printing  Customized Print symbols 19 

P73 2 Line printing  
         (Individually) 

Customize 2 unique 
printing lines 

21-22 

P74 3 Line printing  
        (Consecutive) 

Customize 3 Consecutive 
lines. 

23-24 

P8 Zone (Z1 or Z2) 
Character printing 

Program Print Zone times 26-27 

P9 Password setting Enter Password 28-29 
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External View 

 

 

 

 

 

 

 

 

 



 

 

                                                                       Pg 2 

TIME & DATE Setting  

 

Note: Your clock is preset with the correct year, 
month and date. The hour may need to be set 

to your local time. 
 
 
 
 

Setting Time (if displayed time is incorrect) 

1. Unlock and remove the cover.  

2. Press the HOUR button until the correct hour appears.  

3. Press the MINUTE button until the correct minute appears. 

                    
 
 

Setting the Year, Month & Date (if incorrect) 
 

 

                            
 

1. Press and hold the PROGRAM button until “P1 TIME” 

appears, then press the CHANGE button until “P2 DATE” 

appears, then press the ENTER button. 

2. Press the CHANGE button to select correct YEAR, then 

press the ENTER button. 

3. Press the CHANGE button to select correct MONTH, then 

press the ENTER button. 

4. Press the CHANGE button to select correct DATE, then 

press the ENTER Button twice.  

5. Press the PROGRAM button to exit. 
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Daylight (DSL) ON/OFF 

       

                
 

 

NOTE: 

The DST is turned ON (ENABLED) as a factory default. 

If DST needs to be turned OFF (DISABLED) see instructions 

below. 

 

     
 

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode and “P1 TIME” 
will appear.  

2. Press the CHANGE button until “P3 DST” appears 

then press ENTER button. 

3. Press the CHANGE button until “OFF DISABLED” 

appears then press ENTER button.  

4. Press the PROGRAM button to exit programming mode. 

  

 

The DSL Beginning or DSL Ending date can be changed to a 

specific date (Refer to pages 8 & 9) 

 

            

 

 

 

 

 

 

 

 

 

 



 

 

Pg 4 

Chnging the PRINT STYLE 

                          

                                   
 
            NOTE: Refer to next page (Print Style Table) for desired style 
 

                         The factory program default is set to “Pr-1” 
                     
               Pr-1 = ’23 JAN 27 4:32 PM (Year, Month, Date, 12 h, 60min)     
 
                          
 

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode and “P1 TIME” 
will appear.  

2. Press the CHANGE button until “P4 PRT STYLE” 
then press the ENTER button. 

3. Press the CHANGE button to choose the desired Print 

style, you can refer to page 5 for “Pre-set” print style 

table. 

4. Press the ENTER button once to accept the current 

value.  

5. Press the PROGRAM button to exit programming mode. 

 

*There are (50) print formats pre-configured to select 

[Preset 1 thru Preset 50]. Each print style has its own pre-

configured print content.  

 

See the table on page 5. 
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PRINT STYLE TABLE 

                          
Program 

# 
Presets 

Print style sample 
(Refer to  

Program 
     # 

 
Presets 

Print style sample 
(Refer to  

Pr1 2 digit year, month, 
date  12hr, 60th/hr 

`16DEC27_11:25PM Pr26 month/date/2 digit year 6 
digit counter 

12/27/`16_012345 

Pr2 2 digit year, month, 
date  24hr, 60th/hr 

`16DEC27_23:25 Pr27 date/month/2 digit year 6 
digit counter 

27/12/`16_012345 

Pr3 2 digit year, month, 
date  24hr, 100th/hr 

`16DEC27_23.42 Pr28 4 digit year/month/date 
12hr, 60th/hr 

2016/12/27_11:25PM 

Pr4 2 digit year, month, 
date 24hr, 10th/hr 

`16DEC27_23.4 Pr29 month/date/4 digit year  
12hr, 60th/hr 

12/27/2016_11:25PM 

Pr5 2 digit year, month, 
date 24hr, 60th/hr,  
Sec. 

`16DEC27_23:25_36S Pr30 4 digit year/month/date 6 
digit counter 

2016/12/27_012345 

Pr6 4 digit year, month, 
date 12hr, 60th/hr 

2016DEC27_11:25PM Pr31 month/date/4digit year 
6digit counter 

12/27/2016_012345 

Pr7 4 digit year, month, 
date 24hr, 60th/hr 

2016DEC27_23:25 Pr32 date/month/4digit year 6 
digit counter 

27/12/2016_012345 

Pr8 4 digit year, month, 
date 24hr, 100th/hr 

2016DEC27_23.42 Pr33 6digit counter 012345 

Pr9 2 digit year, month, 
date, 6 digit counter 

`16DEC27_012345 Pr34 Terminal# T001 

Pr10 month, date, 24hr, 
60th/hr, 6 digit 
counter 

DEC27_23:25_012345 Pr35 4 digit year/month/date  
24hr 60th/hr,  Sec., 
Terminal#  

2016/12/27_23:25_36s_T001 

Pr11 month, date 12hr, 
60th/hr 

DEC27_11:25PM Pr36 month/date/4 digit year  
24hr 60th/hr,  Sec., 
Terminal#   

12/27/2016_23:25_36s_T001 

Pr12 month, date 24hr, 
60th/hr 

DEC27_23:25 Pr37 date/month/4 digit year  
24hr 60th/hr,  Sec., 
Terminal#   

27/12/2016_23:25_36s_T001 

Pr13 date, month 24hr, 
60th/hr 

27DEC_23:25 Pr38 2 digit year/month/date  
12hr 60th/hr,  Sec., 
Terminal#  

`16/12/27_11:25P_36s_T001 

Pr14 month, date 12hr, 
60th/hr, Sec. 

DEC27_11:25PM_36S Pr39 month/date/2 digit year  
12hr 60th/hr,  Sec., 
Terminal#  

12/27/`16_11:25P_36s_T001 

Pr15 month, date 24hr, 
60th/hr, Sec. 

DEC27_23:25_36S Pr40 date/month/2 digit year  
12hr 60th/hr,  Sec., 
Terminal#   

27/12/`16_11:25P_36s_T001 

Pr16 date, month 24hr, 
60th/hr, Sec. 

27DEC_23:25_36S Pr41 month, date 12hr, 60th/hr, 
Terminal# 

DEC27_11:25PM_T001 

Pr17 day, date 12hr, 
60th/hr 

TU27_11:25PM Pr42 month, date 24hr, 60th/hr, 
Terminal# 

DEC27_23:25_T001 

Pr18 day, date 24hr, 
60th/hr 

TU27_23:25 Pr43 month, date  24hr, 
60th/hr,  Sec., Terminal# 

DEC27_23:25_36S_T001 

Pr19 day, date  6 digit 
counter 

TU27_012345 Pr44 date, month, 24hr, 
60th/hr,  Sec., Terminal# 

27DEC_23:25_36S_T001 

Pr20 2 digit 
year/month/date  
12hr, 60th/hr 

`16/12/27_11:25PM Pr45 2 digit year, month, date,  
24hr, 60th/hr, Terminal# 

16DEC27_23:25_T001 

Pr21 month/date/2 digit 
year  12hr, 60th/hr 

12/27/`16_11:25PM Pr46 2 digit year, month, date,  
24hr, 100th/hr, Terminal# 

16DEC27_23.42_T001 

Pr22 month/date 12hr, 
60th/hr,  Sec. 

12/27_11:25PM_36S Pr47 2 digit year, month, date,  
24hr, 10th/hr, Terminal# 

`16DEC27_23.4_T001 

Pr23 month/date 24hr, 
60th/hr, Sec. 

12/27_23:25_36S Pr48 4 digit year, month, date, 
24hr, 60th/hr, Terminal# 

2016DEC27_23:25_T001 

Pr24 Date/month 24hr, 
60th/hr, Sec. 

27/12_23:25_36S Pr49 4 digit year, month, date,  
24hr, 100th/hr, Terminal# 

2016DEC27_23.42_T001 

Pr25 2 digit 
year/month/date 6 
digit counter 

`16/12/27_012345 Pr50 4 digit year, month, date,  
24hr, 100th/hr, Terminal# 

2016DEC27_23.4_T001 
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LANGUAGE Change 

                          
 

                                   
 
 

                     Languages to choose:  

  

     English, Spanish, French, Portuguese, Italian, German, Common  
                                          
 

 

 

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode and “P1 TIME” 
will appear. 

2. Press the CHANGE button until “P5 OTHER” appears 

then press ENTER button. 

3. When “P-51 LANGUAGE” appears, press ENTER 

button. 

4. Press the CHANGE button until desired language shows 

then press ENTER button. 

5. Press the PROGRAM button to exit programming mode.  
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PRINT DIRECTION  Change 

 

                 
 

 

PRINT DIRECTION  

 

LEFT PRINT                                        RIGHT PRINT 

    

 

2023 JAN 12 2:57 PM                  2023 JAN 12 2:57 PM 

 

 

 

                    PAPER/TIME CARD EDGE 

 

 

 
 

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode and “P1 TIME” 
will appear.  

2. Press the CHANGE button until “P5 OTHER” appears 

then press ENTER button. 

3. When “P-52 PRINT DIR” appears, press ENTER 

button. 

4. Press the CHANGE button to choose “Left” or 

“Right” then press ENTER button.  

5. Press the PROGRAM button to exit programming mode 
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BEGIN DAYLIGHT SETTING 

 

               
 

NOTE: The Daylight Savings is PROGRAMED as default, 

however this date can be changed to any other date. 

 

 
  

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode and “P1 TIME” 
will appear.  

2. Press the CHANGE button until “P5 OTHER” appears 

then press ENTER button. 

3. When “P-51 LANGUAGE” appears press the CHANGE 

button until “P-55 DST BEGIN” appears then press 

the ENTER button. 

4. Press the CHANGE button until desire “YEAR” appears 

then ENTER button.  

5. Press the CHANGE button until desire “MONTH” appears 

then ENTER button. 

6. Press the CHANGE button until desire “DATE” appears 

then ENTER button. 

7. When the correct data is blinking press the ENTER 

button. 

8. Press the PROGRAM button to exit programming mode. 

 

 

 

 

 

 

 



 

 

Pg 9 

END DAYLIGHT SETTING 

 

               
 

NOTE: The Daylight Savings is PROGRAMED as default, 

however this date can be changed to any other date. 

 

 
  

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode and “P1 TIME” 
will appear.  

2. Press the CHANGE button until “P5 OTHER” appears 

then press ENTER button. 

3. When “P-51 LANGUAGE” appears press the CHANGE 

button until “P-56 DST END” appears then press the 

ENTER button. 

4. Press the CHANGE button until desire “YEAR” appears 

then ENTER button.  

5. Press the CHANGE button until desire “MONTH” appears 

then ENTER button. 

6. Press the CHANGE button until desire “DATE” appears 

then ENTER button. 

7. When the correct data is blinking press the ENTER 

button. 

8. Press the PROGRAM button to exit programming mode. 
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LCD DISPLAY HOUR SETTING 

 

               
 

            Display HOUR options. 

 

• 12 Hour (AM/PM) 

• 24 Hour (MILITARY) 

 

 
  
 

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode and “P1 TIME” 
will appear. 

2. Press the CHANGE button until “P5 OTHER” appears 

then press ENTER button. 

3. When “P-51 LANGUAGE” appears press the CHANGE 

button until “P-57 DISP HOUR” appears then press 

the ENTER button. 

4. Press the CHANGE button until desire “12 HR” “24 

HR” appears then press ENTER button. 

5. Press the PROGRAM button to exit programming mode.  
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COUNTER NUMBER SETTING 

 

 

               
 

            DIGIT options. 

 

• 4 Digits   (0000)   

• 6 Digits   (000000) 

 

 
  

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode and “P1 TIME” 
will appear.  

2. Press the CHANGE button until “P6 NUMBERING” 

appears then press ENTER button. 

3. When “P-61 SET DIGIT” appears press the ENTER 

button. 

4. Press the CHANGE button until desire 4 or 6 Digit 

appears then ENTER button. 

5. Press the PROGRAM button to exit programming mode. 
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REPEAT NUMBER SETTING 

 

 

               
 

 

      REPEAT NUMBER option works with 6 Digit setting only.                               

                                   

• 1 time            

• 2 times  

• 3 times          

 
   

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode and “P1 TIME” 
will appear.  

2. Press the CHANGE button until “P6 NUMBERING” 

appears then press ENTER button. 

3. Press the CHANGE button until “P-62 REPEAT PR” 

appears then ENTER button. 

4. Press the CHANGE button until desired Repeat number 

appears then ENTER button. 

5. Press the PROGRAM button to exit programming mode. 
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INCREASE OR DECREASE COUNTER SETTING 

 

 

               
 

 

        INCREASE OR DECREASE NUMBER  

         Note: This feature works with 4 Digit setting only.                               

                                   

• Increase (Increases counter number by 1)            

• Decrease (Decreases counter number by 1) 

        

 

 
    

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode and “P1 TIME” 
will appear.  

2. Press the CHANGE button until “P6 NUMBERING” 

appears then press ENTER button. 

3. Press the CHANGE button until “P-63 DIRECTION” 

appears then press ENTER button. 

4. Press the CHANGE button to choose “DECREASE” OR 

“INCREASE” then press ENTER button. 

5. Press the PROGRAM button to exit programming mode. 
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MAX NUMBER COUNTER SETTING 

 

               
 

        SET MAX NUMBER  

 

         Note: This feature works on 4 Digit setting only.                               

                   

          When a desire number is set the counter will REST   

           At this number.   

                                                          
           Ex. Max number set to 0100.  

                 When the counter reaches 100 the next number  

                 Will start printing at 0001                 

                  
    

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode and “P1 TIME” 
will appear.  

2. Press the CHANGE button until “P6 NUMBERING” 

appears then press ENTER button. 

3. Press the CHANGE button until “P-64 MAX NUM” 

appears then press ENTER button. 

4. Press the CHANGE button to select the desire value of 

the 1st Digit and press ENTER button. 

5. Press the CHANGE button to select the desire value of 

the 2nd Digit and press ENTER button 

6. Press the CHANGE button to select the desire value of 

the 3rd Digit and press ENTER button. 

7. Press the CHANGE button to select the desire value of 

the 4th Digit and press ENTER button. 

8. When all 4 Digits are blinking press ENTER 

9. Press the PROGRAM button to exit programming mode. 
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NUMBER RESET COUNTER SETTING 

 

 

               
 

        NUMBER RESET options. 

         Note: This feature works on 4 Digit setting only.                               

                   

• AUTO (the counter will reset at a set number) 

• DAILY (the counter will reset every day) 

                                                          

                  

                  
    

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode and “P1 TIME” 
will appear.  

2. Press the CHANGE button until “P6 NUMBERING” 

appears then press ENTER button. 

3. Press the CHANGE button until “P-65 NUM RESET” 

appears then press ENTER button. 

4. Press the CHANGE button to select “AUTO” or 

“DAILY” then press ENTER button. 

5. Press the PROGRAM button to exit programming mode. 
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CODE PROGRAMMING 

 

   ENTER       
                     

                        

             REFER TO CODE PRINT TABLE ON NEXT PAGE 

 

             Example to print:             ‘23 Jan29 PAID 

 

             Programmed CODE                                

 

             _____________________________________ 

 

                    Programming Instructions 
 

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode “P1 TIME” will 

appear.  

2. Press the CHANGE button until display shows                

“P7 CUSTOMIZE” and press the ENTER button.  

3. Press the ENTER button then CHANGE button to choose 

“2 DIGIT YEAR” or “4 DIGIT YEAR” press 

ENTER button. 

4. Press the ENTER button. 

5. When the 2nd digit is blinking press the CHANGE button 

to select the desired value from the table on page 17 and 

press the ENTER button. 

6. When the 3rd digit is blinking press the CHANGE button 

to select the desired value from the table on page 17 and 

press the ENTER button. 

7. When the 4th digit is blinking press the CHANGE button 

to select the desired value from the table on page 17 and 

press the ENTER button. 

8. When all 4 Digits are blinking Press the ENTER button 

then PROGRAM button to exit. 
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P71 Print CODE TABLE 

 

CODE PRINT STYLE 

0120 MO 14.4 

0150 MO   2:25PM 

0180 MO 14.42 

0250 27   2:25PM 

0260 27 14:25 

0280 27 14.42 

0350 JAN27   2:25PM 

0360 JAN27 14:25 

0380 JAN27 14.42 

0450 27JAN 2:25PM 

0460 27JAN 14:25 

0480 27JAN 14.42 

0750 `15JAN27   2:25PM 

0860 27JAN`15 14:25 

0701 `15JAN27 RCV’D 2015JAN27 RCV’D 

0702 `15JAN27 SENT 2015JAN27 SENT 

0703 `15JAN27 FAX’D 2015JAN27 FAX’D 

0704 `15JAN27 VOID 2015JAN27 VOID 

0705 `15JAN27 PAID 2015JAN27 PAID 

0706 `15JAN27 CFM’D 2015JAN27 CFM’D 

0707 `15JAN27 APR’D 2015JAN27 APR’D 

0708 `15JAN27 CMPL’D 2015JAN27 CMPL’D 

0709 `15JAN27 ORIGN 2015JAN27 ORIGN 

0700 `15JAN27 FILE 2015JAN27 FILE 

0750 `15JAN27   2:25PM 2015JAN27   2:25PM 

0760 `15JAN27 14:25 2015JAN27 14:25 

1900 JAN27 `15 012345 JAN27 2015 012345 
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      To print these symbols 

the 2nd digit must be 

set to “0” 

 Style 
Group 

Date Form  Time Form  Symbol 
Form 

 

0 Calendar 

& Time 

Juliane 30 Symbol print > FILE 42 

1 Counter Day 20 12 Hr, 10th Min 51 RCV’D 47 

2  Date 20 24 Hr, 10th Min  37 SENT 42 

3  Month, Date 50 12 Hr, 20th Min  61 FAX’S 47 

4  Date, Month 50 24 Hr, 20th Min 47 VOID 42 

5  Day, Date 40 12 Hr, 60th Min 61 PAID 42 

6  Date, Day 40 24 Hr, 60th Min 47 CFM’D 47 

7  Year, Month, 

Date 
78 12 Hr, 100th Min 61 APR’D 47 

8  Date, Month, 

Year 
78 24 Hr, 100th Min 47 CMPL’D 57 

9  Month, Date, 

Year 
80 24 Hr, 60th Min, Sec. 76 ORIGEN 52 

A      COPY 42 

b      IN 22 

C      OUT 32 

d      USED 42 

E      T001 30 

 

 

 

 

 

 

 

 

 

 

 

 

0 7 5 0 
5 
 

1st Digit 2nd Digit 3rd Digit 4th Digit 
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P72 Symbol Print 

                      

          ENTER   

 

 

             REFER TO SYMBOL PRINT TABLE ON NEXT PAGE 

 

             Example to print:             2023 Jan29 4:56 PM 

 

             Programmed Symbol: 

  

             4D-Year, Space, Month, Date, Space, 12HR60TH 

 

             _____________________________________ 

 

 

                    Programming Instructions 

 
 

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode “P1 TIME” will 

appears.  

2. Press the CHANGE button until the display shows               

“P7 CUSTOMIZE” then press the ENTER button.  

3. Press the CHANGE button until “P72” appear and the 

ENTER button. 

4. Press the CHANGE button to select the desired symbol 

from “Symbol table” on page 20 then press the ENTER 

button. 

5. Repeat step 4 to add additional symbols.  

6. Press the CHANGE until “END” appears then press the 

ENTER button. 

7. Press the PROGRAM button to exit programming mode. 

 

 



 

 

Pg 20 

P72 Symbol Print TABLE 

 

SYMBOL  DESCRIPTIONS Dots 
% 

SPACE 
2D-YEAR 2-digit Year 25 16.03 
4D-YEAR 4-digit Year 28 17.95 
MONTH Month 30 19.23 
DATE Date 20 12.82 
DAY Day 20 12.82 
JULIAN Julian Date 30 19.23 
12HR10TH 12 hr and 10th/hr 49 31.41 
12HR20TH 12 hr and 20th/hr 59 37.82 

12HR60TH 12 hr and 60th/hr 59 37.82 

12HR100TH 12 hr and 100th/hr 59 37.82 

24HR10TH 24 hr and 10th/hr 35 22.44 

24HR20TH 24 hr and 20th/hr 45 28.85 

24HR60TH 24 hr and 60th/hr 45 28.85 

24HR100TH 24 hr and 100th/hr 45 28.85 

SECONDS 60th/min. and s 27 17.31 

SLASH Slash ( / ) 10 6.41 

DASH Dash ( - ) 07 4.49 

SPACE Space (   ) 02 1.28 

BLOCK Field Divider (  ) 07 4.49 

COUNTER 6-digit counter 60 38.46 

FILE FILE 40 25.64 

RCV’D RCV’D 45 28.85 

SENT SENT 40 25.64 

FAX’D FAX’D 45 28.85 

VOID VOID 40 25.64 

PAID PAID 40 25.64 

CFM’D CFM’D 45 28.85 

APR’D APR’D 45 28.85 

CMPL’D CMPL’D 55 35.26 

ORIGN ORIGN 50 32.05 

COPY COPY 40 25.64 

NOTE: The Capacity for Symbol characters should be =<100% 
               Sample 

      2023 Jan29 4:56 PM  
 
4D-YEAR  = 17.95% 
MONTH    = 19.23 % 
DATE          = 12.82% = 89.1%  
SPACE        = 1.28% 
12HR60TH  = 37.82% 
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CUSTOMIZE PRINTING 

 

     ENTER     

 

      Note:  

      This feature is used to print two independent lines, it can          

       Be programmed 1 line or 2 lines. 

 

      Line 1 will automatically print when inserting a paper. 

 

      Line 2 will be printed when pressing the “Symbol Bar” and  

                inserting the paper. 

 

      These lines can be customized to print any Alpha numerical 

      characters from the Table on page 25 

 

      Every line can fit up to 15 Characters “Normal size” or 22 

      Characters “Narrow size”. 

 

      Please refer to codes “04,05,06,07” of Table on page 25 to  

      Program “Narrow size” or “Wide size” Characters 

 

                   Example: 

                    Line1 (U1)= 2015JAN27  RCV’D 
                                (Code= 11,12,13,20,52,43,56,27,44 ,03.) 
 

                         Line 2  (U2) =   2015JAN27 SENT 
                                  (Code= 11,12,13,20,53,45,4E,54,03.) 
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CUSTOMIZED 2 LINE PRINTING PROG. 

 

        AND/OR   
 

 

1. Press and hold the PROGRAM button until “P1 TIME” 

appears, then press the CHANGE button until “P7 

CUSTOMIZE” appears, then press the ENTER button 

2. Press the CHANGE button until “P73 USER FORMAT” 

appears then press the ENTER button. 

3. Press ENTER button to program Line 1 (U1 ) or press 

the CHANGE button to program Line 2 (U2) then press 

ENTER button 

4. Refer to page 25 (Customize Programming Table) to 

enter the “Code” number to the corresponding 

Character. 

5. Press the CHANGE to select the 1st digit of the 

Character “Code” then press the ENTER button. 

6. Press the CHANGE to select the 2nd digit of the 

Character “Code” press the ENTER button to select. 

7. Repeat step 5 and step 6 to enter additional 

characters. When Finish entering all codes enter code 

“03” to save and exit the program 

8. Press the CHANGE until “END” appears, then press 

ENTER. 

9. Press the PROGRAM button to go to the normal 

operation mode. 
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CUSTOMIZED 3  LINE PRINTING  

 

      ENTER        

 

      Note:  

      This feature is used to print 3 (U1, U2, U3) lines. 

 

      The clock will print one line at a time, to print the 3 lines 

      you will need to insert the paper 3 times. 

  

      If only 1 or 2 lines need to be printed, then U1 and/or U2  

      need to be programmed. 

 

      These lines can be customized to print any Alpha numerical 

      characters from the Table on page 25 

 

      Every line can fit up to 15 Characters “Normal size.” 

      or 22 Characters “Narrow size” 

 

      Please refer to codes “04,05,06,07” of Table on page 25 to  

      Program “Narrow size” or “Wide size” Characters 

 

 

                   Example: 

                    Line1 (U1) = ACI USA Inc. 
                         Line 2 (U2)   =  Sales Dept. 
                         Line 3 (U3)   =  ‘23/01/27 4:35PM 
 
           Programming CODE to enter (See table) 
     
                             Line 1 (U1) = 41,43,49,20,55,53,41,20,49,6E,63,03 
                             Line 2 (U2) = 53,61,6C,65,73,20,44,65,70,74,03 
                             Line 3 (U3) = 0C,20,18,03 
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CUSTOMIZED 3 LINE PRINTING PROG. 

 

      
 

 

1. Press and hold the PROGRAM button until “P1 TIME” 

appears, then press the CHANGE button until “P7 

CUSTOMIZE” appears, then press the ENTER button 

2. Press the CHANGE button until “P74 CONSECTIV” 

appears then press the ENTER button. 

3. Press ENTER button to program Line 1 (U1 ) or press 

the CHANGE to program Line 2 (U2) or Line 3 (U3) 

then press ENTER button 

4. Refer to page 25 (Customize Programing Table) to enter 

the “Code” number to the corresponding Character. 

5. Press the CHANGE to select the 1st digit of the 

Character “Code” then press the ENTER button. 

6. Press the CHANGE to select the 2nd digit of the 

Character “Code” press the ENTER button to select. 

7. Repeat step 5 and step 6 to enter additional Characters 

When Finish entering all codes enter code “03” to save 

and exit the program. 

8. Press the CHANGE until “END” appears, then press 

ENTER. 

9. Press the PROGRAM button to go to the normal 

operation mode. 
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CUSTOMIZE PROGRAMMING TABLE 

 
 
 
Character Code  Char Code  Char Code  Char Code 

ADD 

(AddCharacter) 

01  
SP 

20  A 41  a 61 

DEL  (Del 

Character) 

02  
! 

21  B 42  b   62 

END   (End text) 03  " 22  C 43  c   63 

SN   (Start narrow) 04  # 23  D 44  d  64 

EN     (End narrow) 05  $ 24  E 45  e 65 

SW     (Start Wide) 06  % 25  F 46  f 66 

EW      (End Wide) 07  & 26  G 47  g 67 

   ' 27  H 48  h 68 

(yy/mm/dd) 0C  ( 28  I 49  i  69 

(mm/dd/yy) 0d  ) 29  J 4A  j  6A 

(MM/DD) 0E  * 2A  K 4b  k 6b 

(Terminal#) 0F  + 2b  L 4C  l 6C 

(2D-YEAR) 10  , 2C  M 4d  m 6d 

(4D-YEAR) 11  - 2d  N 4E  n 6E 

(MONTH) 12  . 2E  O 4f  o 6f 

(DATE) 13  / 2F  P 50  p  70 

(DAY) 14  : 3A  Q 51  q 71 

(JULIAN) 15  ; 3b  R 52  r 72 

(12HR10TH) 16  < 3C  S 53  s 73 

(12HR20TH) 17  = 3d  T 54  t 74 

(12HR60TH) 18  > 3E  U 55  u 75 

(12HR100TH) 19  ? 3f  V 56  v 76 

(24HR10TH) 1A  @ 40  W 57  w 77 

(24HR20TH) 1b  ■ 60  X 58  x 78 

(24HR60TH) 1C  Ä 5b  Y 59  y 79 

(24HR100TH) 1d  Ç 5C  Z 5A  z  7A 

(SECOND) 1E  É 5d       

(COUNTER) 1f  Ñ 5E       

   Ö 5f       

0 30  Ü  7b    

1 31                            CHARACTER SIZE 

 

2 32  

3 33  

4 34  

5 35  

6 36  

7 37  

8 38  

9 39  
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ZONE PRINT 

 

                        
 

 

      Note:  

      This feature is used to print a legend Z1 and/or Z2 at the  

      end of a programming time. 

 

      This feature is useful to identify lunch time, late punches or  

      early leaves ect. 

       

                    

                     Z1 = ’23 JAN27 7:01am Z1 

                     Z2 = ’23 JAN27 11:30am Z2 

 
Sample 1 (Z1 will be printed late arrivals and Z2 at Lunch time) 
 
       7:01am     7:29am                11:30am      12:00pm                       2:45pm      2:59pm 

 
             Z1                                          Z2 
          Late IN                                      Lunch 

          
Sample 2 (Z1 will be printed anytime outside the schedule time and Z2 at Lunch time) 

 
       7:00am                                11:30am      12:00pm                                          3:30pm 

 
   Z1                                                       Z2                                                                   Z1 

 
Sample 3 (Z1 will be printed anytime inside the schedule time and Z2 at Lunch time) 

 
       7:00am                                11:30am      12:00pm                                          3:30pm 
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ZONE PRINTING PROGRAMMING 

 

         
 

 

1. Press and hold the PROGRAM button until “P1 TIME” 

appears. 

2. Press the CHANGE button until “P8 ZONE PRT” 

appears then press the ENTER button. 

3. Press CHANGE button to choose “ON” then press 

ENTER button. 

4. Press the CHANGE button to enter the Hour to START 

Z1 then press ENTER button. 

5. Press the CHANGE button to enter the Minutes to start 

Z1 then press ENTER button. 

6. Press the CHANGE button to enter the Hour to END Z1 

then press ENTER button. 

7. Press the CHANGE button to enter the Minutes to END 

Z1 then press ENTER button. 

8. Press the ENTER button to select “BACKLIGHT off”. 

9. Press the CHANGE to select “0” then press the ENTER 

button, press the ENTER button until 0000000 (7 0’s) 

are displayed then press the ENTER button. 

10. When “1:oN” appears, Press the CHANGE button to 

“2:oN” then press the ENTER button, 

11. Repeat step 4 to step 9 to enter Z2 settings. 

12. Press the PROGRAM button to go to the normal 

operation mode. 
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PASSWORD SETTING 

 

          
                     

                        

             PASSWORD CODE CAN BE SET AT 4 DIGITS 

             If password is created, it will required to enter the   

             program. 

 

             _____________________________________ 

 

                    Set Password Instructions 
 

1. With the cover removed, press and hold the PROGRAM 

button to begin programming mode “P1 TIME” will 

appear.  

2. Press the CHANGE button until display shows                

“P9 PASSWORD” and press the ENTER button.  

3. Press the CHANGE button to choose “ON” then press 

ENTER button. 

4. Press the CHANGE button to set the 1st digit then press 

the ENTER button. 

5. When the 2nd digit is blinking press the CHANGE button. 

to select the desired value then press the ENTER button. 

6. When the 3rd digit is blinking press the CHANGE button 

to select the desired value then press the ENTER button.  

7. When the 4th digit is blinking press the CHANGE button 

to select the desired value then press the ENTER button. 

8. When the 4 digits are blinking press the ENTER button. 

9. Press the PROGRAM button to go to the normal 

operation mode. 
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ENTERING PROGRAM MODE WHEN PASSWORD 

IS REQUIRED. 

 

                        
                     

                        

              

             If password is created, and need to enter into  

             programming mode. 

 

             _____________________________________ 

 

                    Entering the Password 
 

1. With the cover removed, press and hold the PROGRAM 

button, the display will show “0000”  

2. Press the CHANGE button to select the 1st digit then 

press the ENTER button. 

3. When the 2nd digit is blinking press the CHANGE button. 

to select the desired value then press the ENTER button. 

4. When the 3rd digit is blinking press the CHANGE button 

to select the desired value then press the ENTER button.  

5. When the 4th digit is blinking press the CHANGE button 

to select the desired value then press the ENTER button. 

6. If “P1 TIME” is displayed, you are in programming 

mode. 
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Wall Mounting 

 
1. With the cover removed, the wall mount plate can be removed by 

using your index finger as shown below to pry open the bottom 
portion (see arrow 1). Slide the wall mount plate down in the 
direction of arrow 2. 
 

                             
2. Knock out the three holes in the mounting plate  

                        
3. Mount the plate on the wall using three #10 screws or equivalent  

           
 

 

4. Align the PIX with the hooks on the mounting plate. Press the 
PIX down and toward the wall until a "CLICK" is heard. Replace 
the cover, lock it and remove the key.  
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PRINT Methods 

 
There are three different Print Methods available. The default Print 
Method is for Paper Detect Only (P.). If you wish to change the default 
Print Method, locate the Print Method Selector on the bottom of the 
machine, and move it to the desired position. 

                     
 
The settings are: 

  Paper Detect Only (P.): This setting will disable the Print Bar and 

automatically print when media is inserted into the PIX and contacts 
the print margin (Paper Sensor). For this method, you must set a 
desired print margin using the Margin Selector.  
 

  Paper Detect & Print Switch (S.P.): This Print Method is for manual 

printing when the alignment of the imprint on your document is 
critical. For this method, you must set a desired print margin using 
the Margin Selector. To print, insert media into the PIX until it 
contacts the print margin, press the Print Bar. 
 

 Print Switch Only (S.): This setting will allow you to print manually 

regardless of print margin setting by inserting media into the PIX and 
pressing the Print Bar. 
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Ribbon Cartridge Replacement 

 

1. Step 1. Insert the clock key and turn clockwise to unlock 

the cover, lift up the cover, and remove for ribbon 

access. Locate the ribbon cradle.  

 
2. Press up on the release clips then grasp the tab on the 

ribbon cartridge. Pull the ribbon cartridge out of the 

cradle (Figure and arrows). 

 

                         
3. Insert a new ribbon cartridge and be sure to guide the 

ribbon between the ribbon shield and the printer head as 

illustrated (Figure and arrows).  

 

                      
4. Turn the knob on the cartridge clockwise one turn to 

take up any slack in the ribbon.  

 

                           
 

5. Stamp a card to check the printing quality and confirm 

that you have installed the ribbon cartridge properly.  
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ERROR MESSAGES 
 

 
 

Error Causa Solución 

Er 01 

Home position, 
Motor, and Carriage 
stuck 

Replace the Ink Cartridge or clean the 
printing area. 

Er 02 
DOT timing sensor, 
Carriage stuck. 

*. Clean and/or dust off the inside of 
the clock lubricate if necessary. 

*. Check for cable connections and 
make sure they are connected. 

*For additional assistance 

  1800-253-9836 

Er 03 Home position sensor. 

Er 04 Carriage stuck. 

Er 05 General Print Error. 

 
 

 
SUPPLIES PART NUMBERS: 
 
 

Ribbon          Key             Time Card 
 
Black = CE-315151            C-459151            One Side = AMA5200 
Green= YK-629771             TWO Side = AMA5200-2 
Red   = YK-629671    

                               
 

 
www.AMANO.COM            
800-253-9836 
 
 
 
 

 

 
 



 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 
 

 
 

    


